














I SIP DECT Wireless System

Panasonic SIP Multi-Cell DECT Wireless Handsets
Panasonic is known worldwide as a premier manufacturer of
communications solutions, including a broad range of flexible, cost-
effective SIP endpoints. The Panasonic SIP Multi-Cell DECT series
combines the benefits of DECT - an in-building radio technology that
delivers high-quality, encrypted, mobile voice transmission - with the
widely accepted SIP standard, paving the way to secure and affordable
in-building mobile communications.

SIP DECT Cell Station

With the KX-UDS124 SIP Cell station, only two Cell Stations are
necessary for a site survey while using the LED colours to check
the signal condition. Also, after installing each Cell Station, the
loop back function of the KX-UDT131/121/111 can be used to check
the sound and radio conditions, making it possible for a single

person to check the entire service area. w

SIP DECT Wireless Terminals

The KX-UDT111 is a standard size wireless phone ideal for the general KX-UDS124
office and any environment requiring enhanced mobility. The slim and A-channel wideband LellStation
light, pocket-sized KX-UDT121 model is perfect for most verticals With Mulh-cel capablty
including retail, hospitality and healthcare facilities where roaming is

frequent. A concave shape prevents accidental dialing and protects keys

when the handset is in a pocket and keys are rippled for easy access.

The KX-UDT131 is the perfect phone for harsh work environments. With its P65 compliance (dust and water splash
resistant] it is ideal for manufacturing, warehouse or factory applications.

Features that keep
business moving:

- DECT 6.0 Technology

- 1.8-inch, 65,000-colour TFT Display

- Wideband Voice (6.722)

- Built-in Bluetooth® (KX-UDT121/131)
- Headset Jack (2.5mm plug)

- Vibrate Mode

- 500-Entry Personal Phonebook

- Full-Duplex Speakerphone

- Adjustable Ringtones
KX-UDT131 KX-UDT121 KX-UDT111 - Maximum Register Handsets: 255
Rugged Model Slim, Compact Model Standard Model - Maximum Cell Stations per system:

128 (32 per Air Sync Group)
- P65 Compliance (UDT131 only)
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Terminal Line-up

Various terminals are available to meet the needs of your office environment.

KX-UT670

. l e Executives and Vertical markets

N « Highly intuitive style interface / 7-inch
Wireless touch screen

* Programmable (JAVA, HTML, Adobe Flash)
e High quality wideband voice

* High quality HD video (H.264/720P)
*7-Gigabit Ethernet ports with Pok

Dual
Ethernet
Ports

KX-UT133/136

o SIP Terminal for General Office Use
o3 or 6 Line LCD Display

e 74 Programmable Feature Keys

e Wideband Audio and HD Voice

e Electronic Hook Switch (EHS)

o XML Application Interface

o] Ethernet ports, Pok

B) €)Bluetooth’

The Panasonic SIP Phone UT Series

The latest offering in our line of feature-rich SIP endpoints, the new
UT Series combines state-of-the-art telephony with business-friendly
features. Choose from entry-level models with conferencing capability
and a low power consumption mode to executive desk terminals with
colour, touchscreen displays, wireless headset compatibility and
integration with Panasonic network cameras.

KX-UT248

o General Office / Executive Users
e /.4" Monochrome LCD
e Paper Free Labeling

e Full-Duplex Speakerphone with Wideband

Audio and HD Voice
* Built-in Bluetooth®
* Electronic Hook Switch (EHS)
*7 Gigabit Ethernet ports, Pok
e Extended Handset Cords
e Low standby power consumption

KX-UT123

o S|P Terminal for General Office Use
o3 Line Backlit LCD Display

e Wideband Audio and HD Voice

o XML Application Interface

o7 Ethernet ports, PoE



I IP Proprietary Telephones

Wireless

Dual
Ethernet
Ports

KX-NT500 - The Perfect Team Player

The Panasonic KX-NT500 Series advanced IP desktop phones are designed
for business users who require a range of feature-rich telephony devices
to compliment their constantly changing business needs. Connected

to the NS1000 Business Communication Server these IP terminals are
extremely reliable and provide a wide range of features to support the
right solution for all your business applications. Ergonomically designed
with features and functions to enhance users daily productivity, they are
ideal for many applications including contact centre agents or advanced
desktop applications supporting a range of wired and Bluetooth®
headsets (NT560 only).

KX-NTEG0 € Bluetooth

» General Office / Executive Users

® 4.4 Monochrome LCD

e Paper Free Labeling

o Full-Duplex Speakerphone with Wideband Audio and HD Voice
* Built-in Bluetooth®

« Electronic Hook Switch (EHS)

e Gigabit Ethernet ports, PoE

e Extended Handset Cords

e Low standby power consumption

KX-NT546

o P Terminal for General Office Use

e 6-Line LCD Display

o Full-Duplex Speakerphone with Wideband Audio and HD Voice
* Electronic Hook Switch (EHS)

e Ethernet ports, Pok

e Extended Handset Cords

e Low standby power consumption

KX-NT543

o |P Terminal for General Office Use

e 3-Line LCD Display

o Full-Duplex Speakerphone with Wideband Audio and HD Voice
e Electronic Hook Switch (EHS)

o] Ethernet ports, Pok

e Extended Handset Cords

e Low standby power consumption
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KX-NS1000 System Capacity

Maximum Trunks

The KX-NS1000 supports the following number of trunks.

KX-NS1000 KX-NS1000 with 1 Legacy Gateway KRGS KX-NS1000
Stand-alone System KX-NCP500/1000 KX-TDE100/TDA100 KX-TDE200/TDA200 KX-TDA6U[]/6ZU' One-look Networking
Total Number of Trunks 256 ch 256 ch 256 ch 256 ch 600 ch
H.323 48ch 48 ch 48ch 48ch 48 ch 96 ch
SIP” 256 ch 256 ch 256 ch 256 ch 256 ch 256 ch
PRI23" 23ch 46 ch 92ch 92¢ch 15¢ch 600 ch
il N/A 48 ch 96 ch 96 ch 120¢ch 600 ch
Analogue 2 lines 16 lines 96 lines 128 lines 160 lines 600 lines

*1 When using the trunk adaptor KX-NS8290, the total number including SIP. PRI, and E1 is 256 ch.

Maximum Terminal Equipment
The following shows the number of each terminal equipment type supported by the KX-NS1000.

KX-NS1000 KX-NS1000 with 1 Legacy Gateway . KX-NS1000
Stand-alone System KX-NCP500/1000 KX-TDE100/TDA100 KX-TDE200/TDA200 KX-TDAG00/620 One-look Networking
Teleph 640 640 640 640 640 1000
SLT 2 36 96 128 240 1000
KX-DT300/KX-T7600 Series DPT N/A 40 128 256 256 1000
Other DPT N/A 10 32 128 160 1000
APT N/A 4 24 64 80 640
IP-PT" 256* 256* 256* 256* 256* 1000
SIP Phone? 640 640 640 640 640 1000
DSS Console N/A 8 8 8 64 64
(5 64 64 64 64 64 128
PT-interface CS (2-channel) N/A 11 32 32 32 128
PT-interface CS (8-channel)” N/A 5 16 16 16 64
IP-CS 64 (16CSs x 4 Air-sync 64 (16CSs x 4 Air-sync 64 (16CSs x 4 Air-sync 64 (16CSs x 4 Air-sync 64 (16CSs x 4 Air-sync 128
Group) Group) Group) Group) Group)
PS 512 512 512 512 512 512
Voice Processing System (VPS) N/A 2 2 2 2 16
Doorphone 1 17 17 17 17 64
Door Opener 1 17 17 17 17 64
External Sensor 1 17 17 17 17 64
External Relay N/A 16 16 16 16 64

*1 KX-NT300 series and KX-NT265 (software version 2.00 or later only). *2 KX-UT Series, KX-NT700 and third party SIP phones (SIP hardphones/SIP softphones).
*3 One 8-channel PT-interface CS or IP-CS counts as 2 CSs for the total number of CSs.

Note: The numbers in the tables do not include Digital EXtra Device Port (Digital XDP) connection.

Contact your dealer for further information.

*Future software release version 3 will support a max. number of 640

Communication Assistant (CA) Specification -suere ersin t0or e equies

CA Basic-Express CA Operator Console CA Supervisor
Maximum users (Without CA Server/With CA Server) 2401022 240/1022 128/128 4128
Activation key Preinstalled for 1022 users 60-day free trial for 128 users 60-day free trial for 1 user
View other extensions’ presence from main menu No Yes Yes [ Yes
Call contact/Call history 10/10 1000/1000
ICD group login/logout No Yes Yes No
Listen-in/Busy override/Take over No No Yes Yes
ICD group supervisor No No No Yes
Conference interface No Yes Yes Yes
Multi-site communication (Networking) No Yes Yes Yes
3rd-party CRM integration (TAPI/CSTA) No Yes Yes Yes
Microsoft Exchange Server integration No Yes Yes Yes
Microsoft Outlook toolbar Yes™ Yes Yes Yes
Thin client support Yes Yes Yes Yes

" Call history and presence display in Outlook are not available for Basic-Express users.

.eco Panasonic’s Environmental Efforts
ideas

Panasonic aims to become the No.1 Green Innovation Company in the Electronics Industry. We believe we can integrate contribution to the environment
with business growth by driving green innovation in all aspects of our business practices, and help people lead better and greener lives.

The Panasonic Group strives to be
a Green Innovation Company
with a global perspective.

Trademarks and registered trademarks * Some models will be available to limited countries.
- Microsoft®, Windows®, and Outlook® are registered trademarks of Microsoft Corporation in the U.S. and other countries. * The images shown of products display and lamps are
- The Bluetooth® word mark and logos are owned by the Bluetooth® SIG, Inc. and any use of such marks by Panasonic Corporation is under licence. composite images.
Other trademarks and trade names are those of their respective owners. * Weights and dimensions are approximate.
* Design and specification subject to change without notice.
Important * These products may be subject to export control regulations.

- Safety Precaution: carefully read the operating instructions and installation manual before using these products.
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